


•	 HSDPA / UMTS Air Interface:

	 . 	WCDMA 850 / 1900 / 2100 Mhz

	 . 	3GPP FDD compliant, up to 7.2 Mbps Peak Reate

	 . 	UE Power Class 3

	 . 	High Speed packet-switched data:

		  . Support for UMTS QoS traffic classes

		  . Support for PPP, IP transparent and

			   non-transparent modes

	 . 	Circuit-switched data Single-RAB streaming:

		  64, 57.6, 28.8 and 14.4 Kbps

	 . 	Dual antenna Receiver Diversity

		  . GT0201 - EMEA variant supporting diversity on 2100 Mhz

		  . GT0202 - World variant supporting diversity on 850 and 1900 Mhz

	 . 	Receiver equalization

•	 EDGE / GSM Air Interface:

	 . 	850 / 900 / 1800 / 1900 MHz  

		  (US-Cellular, EGSM, DCS and US-PCS bands)

	 . 	3GPP Release 99, September 2003 + Change Requests - compliant

	 . 	3GPP Release 4: GERAN Feature Package 1  

	 	 (NACC, Extended UL TBF, Delayed TBF)

	

	 . 	EDGE Power Class E2, GSM Power Class 1 at 1800 / 1900 MHz

	 	 and Power Class 4 at 850 / 900 MHz; coding schemes UL & DL

		  - CS 1-4, MCS 1-9

	 . 	Packet-switched data:

		  . Multislot (E)GPRS Class 12, (E)GPRS Class B Type 1 MT

		  . Streaming, Background & Interactive QoS Classes Supported

	 . 	Circuit-switched data: 14.4, 12.2 and 9.6 Kbps

•	  Terminal Equipment Interfaces:

	 . 	Drivers: WindowsTM 2000 Pro, Personal, XP Pro / Home

	 	 and MAC OS X. NDIS 5.1 / 6.0 and Linux interface on request

	 . 	A PCSC compatible driver, compliant with ISO 7816

		  and 3GPP TS11.11

	 . 	SIM-ME interface as specified in 3GPP Rel ’99 GSM TS11.11

		  and GSM 11.12 and with compliance to ISO 7816

	 . 	SIM Application toolkit capable SIM to 3GPP Rel’99 GSM TS11.14

	 . 	Standard modem emulation for compatibility with terminal 		

		  programs/diallers and for use with proprietary operating systems 	

		  AT Interface 3GPP TS27.005, ATD*99# and ATD*99***<CID># 	

		  support

	 . 	Multiple internal USB serial ports for simultaneous data call and 	

		  network coverage reports
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GlobeTrotter HSDPA “7.2 READY”

RoHS
COMPLIANT

•	 Card Type: Extended Type II PCMCIA compliant; 3.3V card 

(32 bit Cardbus Interface)

•	 Miniature External Antenna Connection

•	 Red LED for GSM / GPRS / EDGE and Blue LED for UMTS

•	 SIM card interface compliant with 3GPP 31.101 and 31.102 supporting

	 1.8 and 3V UICCs

•	 R&TTE directive 1999/5/EC (health, safety, SAR, EMC, spectrum), CE, FCC

•	 GCF compliance and PTCRB as applicable, Operator and Infrastructure IOT

•	 Microsoft WHQL certified drivers

•	 Environmental Operating temperature: 0 to + 55°C

•	 RoHS Compliant

Specifications

Hardware specifications Approvals / Certifications

Models: GT 0201 / GT 0202 


